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CONTROL UNITS AND LUMINAIRES WIRING INDEX
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CONTROL UNITS

OPTIONAL ACCESSORIES

SMART DIMM MASTER 1

DIMMER INTERFACE OR 0-10V INTERFACE
code input voltage max No. fixtures* IP dimensions mm

69102 24V DC - 48V DC read section IP20  W58xD35xH16
optional accessories
in each luminaire

24V DC and 48V DC dimmer interface using push button, potentiometer
or 0-10V active signal. Read wiring examples before installation

Dimming using push button 0-10V dimming, active signal required
Four independent channels and check One channel and check each luminaire
each luminaire into the catalogue for into the catalogue for maximum number
maximum number of fixtures to connect of fixtures to connect

Dimming using potentiometer Connecting a SMART DIMM Slave 1
One channel and check each luminaire interface

into the catalogue for maximum number Possibility to connect to the master, up to
of fixtures to connect No. 32 SMART DIMM Slave 1interfaces

(code 69103).
The dimming signals generated by the
master interface are replicated to the slaves

Flicker-free and video-ready @
Designed to work at 18 KHz and when C E
dimming dark bands are not visible.

nozebra | NO “zebra stripes” 0,02 kg
effect 0.04 Ibs

SMART DIMM SLAVE 1

DMX INTERFACE OR DIMMER INTERFACE SLAVE

code input voltage max No. fixtures* IP dimensions mm
69103 24V DC-48Vv DC read section P20 W58xD35xH16
optional accessories
in each luminaire

w©

24V DC and 48V DC DMX interface or dimmer interface slave.
Read wiring examples before installation

DMX dimming Dimming as a slave
Four independent channels and check When connected to the master interface,
each luminaire into the catalogue for the dimming signals generated by the

maximum number of fixtures to connect master are replicated to the slaves

Flicker-free and video-ready a
Designed to work at 18 KHz and when m C €
dimming dark bands are not visible.

nozebra | NoO “zebra stripes” 002 kg
effect 0.04 Ibs
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WIRING EXAMPLES

#01

ON/OFF: 48V DC

01 Switch ON/OFF

02 Read section required accessories in each luminaire and choose a
48V DC (constant voltage) power supply.
Choose the power supply considering the correct load and always add a
spare 20% as safety margin

03 Unpolarized connection: B LIGHT luminaires do not require to observe the
polarity (+/-)

04 Luminaires connected in parallel
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WIRING EXAMPLES

#02

DIMMING USING PUSH BUTTON
OR POTENTIOMETER: 48V DC

01 Read section required accessories in each luminaire and choose a
48V DC (constant voltage) power supply.

Choose the power supply considering the correct load and always add a
spare 20% as safety margin

02 48V DC dimmer interface, SMART DIMM MASTER 1 (code 69102).
Works with B LIGHT’s luminaries only

03 Dimming using four push buttons. Four independent channels and
check each luminaire into the catalogue for maximum number of fixture
to connect

04 Dimming using potentiometer. One channel and check each luminaire
into the catalogue for maximum number of fixture to connect

05 Unpolarized connection: B LIGHT luminaires do not require to observe the

polarity (+/-)

no zebra
effect

06 Luminaires connected in parallel

channel 4
channel 3
channel 2

04
‘\ potentiometer
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WIRING EXAMPLES

#03

0-10V DIMMING: 48V DC

01

02

03

04

AN

1+

Read section required accessories in each luminaire and choose a

48V DC (constant voltage) power supply.

Choose the power supply considering the correct load and always add a
spare 20% as safety margin

48V DC dimmer interface, SMART DIMM MASTER 1 (code 69102).
One channel and check each luminaire into the catalogue for maximum
number of fixtures to connect. 0-10V active signal required

Unpolarized connection: B LIGHT luminaires do not require to observe the

polarity (+/-)

Luminaires connected in parallel

0-10V active
signal required
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WIRING EXAMPLES

— #04

DMX DIMMING: 48V DC

01 Read section required accessories in each luminaire and choose a
48V DC (constant voltage) power supply.

Choose the power supply considering the correct load and always add a
spare 20% as safety margin

02 48V DC dimmer interface, SMART DIMM SLAVE 1 (code 69103).
Four independent channels and check each luminaire into the catalogue
for maximum number of fixtures to connect.
When ordering the interface, send to B LIGHT the DMX addresses
that need to be programmed into the interface. Addresses must be

in progressive order (e.g. 1-2-3-4 or 31-32-33-34). The DMX controller
switches the channels off

03 Unpolarized connection: B LIGHT luminaires do not require to observe the

polarity (+/-)
04 Luminaires connected in parallel a
no zebra
effect
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WIRING EXAMPLES

#05

ON/OFF DALI: 48V DC, IP67 POWER SUPPLY

01 Read section required accessories in each luminaire and choose a
48V DC (constant voltage) DALI, IP67 power supply.
Choose the power supply considering the correct load and always add a
spare 20% as safety margin.
on / off ONLY

02 Unpolarized connection: B LIGHT fixtures do not require to observe the
polarity (+/-)

03 Luminaires connected in parallel

03

I+
’_
AV

+1
I+
‘_
i
+1
I+
‘_
+1
I+

’_
\
Y
\

B et

48V DC =

100-305V / -

= = kD>

www.b-light.it



#06

WIRING EXAMPLES

ON/OFF: 350 mA / 500 mA /700 mA / 900 mA

90-264V*

01 switch ON/OFF

02 Read section required accessories in each luminaire and choose a
350 mA /500 mA /700 mA / 900 mA (constant current) power supply
or for North America a 350 mA / 500 mA / 700 mA / 900 mA (constant
current) Class 2 power supply UL listed

03 When connecting the luminaire always observe the correct polarity (+/-).
Failure to do so may destroy the luminaire

03

350 mA /500 mA
/700 mA /900 mA

>

02

*read section
required accessories
in each luminaire
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WIRING EXAMPLES

#07

1-10V DIMMING: 350 mA / 500 mA
/700 mA /900 mA

01 Read section required accessories in each luminaire and choose a
350 mA /500 mA /700 mA / 900 mA (constant current) 1-10V power sup-
ply or for North America a 350 mA / 500 mA /700 mA / 900 mA (constant
current) -10V Class 2 power supply UL listed

02 When connecting the luminaire always observe the correct polarity (+/-).
Failure to do so may destroy the luminaire

03 Luminaires connected in series

03
T—y
+ - + - + - + -
O O O
02
A 350 mA / 500 mA
/\ N\ 90-264V* /700 mA /900 mA
110V "‘5\/
01
*read section
required accessories
in each luminaire
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WIRING EXAMPLES

#08

DALI: 350 mA /500 mA /700 mA / 900 mA

01 Read section required accessories in each luminaire and choose a 350
mA /500 mA /700 mA /900 mA (constant current) DALI power supply

02 When connecting the luminaire always observe the correct polarity (+/-).
Failure to do so may destroy the luminaire

03 Luminaires connected in series
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