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ON/OFF: 24V DC / 48V DC
Switch ON/OFF

Choose a 24V DC / 48V DC (constant voltage) Class II power supply 
present in the list of required accessories and always add a spare 20% as 
safety margin.

Unpolarized connection: B LIGHT luminaires do not require to observe the 
polarity (+/-)

Luminaires are to be wired to power supply via parallel wiring

01

02

03

04

#01

04

01

02

03

WIRING EXAMPLES

120 VAC
24V DC 
48V DC
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CLASS II POWER SUPPLY

WIRING EXAMPLES
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350 mA
500 mA
700 mA
900 mA

ON/OFF: 350 mA / 500 mA / 700 mA / 900 mA
switch ON/OFF 

Choose a 350 mA / 500 mA / 700 mA / 900 mA (constant current)
Class II power supply

When connecting the luminaire always observe the correct polarity (+/-). 
Failure to do so may destroy the luminaire
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120 VAC

02

03

01

CLASS II POWER SUPPLY



WIRING EXAMPLES
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0-10V DIMMING: 
350 mA / 500 mA / 700 mA / 900 mA

Choose a 350 mA / 500 mA / 700 mA / 900 mA (constant current) 0-10V 
Class II power supply

When connecting the luminaire always observe the correct polarity (+/-). 
Failure to do so may destroy the luminaire

Luminaires are to be wired to power supply via series wiring
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350 mA / 500 mA
/ 700 mA / 900 mA
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02

01

120 VAC

0-10V

CLASS II 
POWER SUPPLY


